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SMD 14X9.8 PLASTIC TYPE OSCILLATOR

Electrical Specfication

HCMOS / TTL OUTPUT

RoHS

COMPLIANT

Model

PGN5.0, PGES5.0

PGN3.3, PGE3.3

Supply Voltage (Vcc)

5Vdc +5%(Std.)

3.3Vdc +5%(Std.)

Frequency Range

1 to 125MHz

Frequency Stability

See table 1(OSC part number guide)

Operating Temperature

See table 2(OSC part number guide)

Storage Temperature -55t0125T
Supply Current 20mA Max @ 20MHz
Symmetry 60/40%, 55/45%

Rise and Fall time

5ns Max(Std.)

Load 15pF/10TTL(Std.)
Aging 15.0ppm Max/Year(Std.)
Dimensions
14.0 MAX
#4 #3
©
0]
D =
Z Pin Connection
#oo#2 #1 N.C. or Tristate
al L) AT
M e #3 Output
05 050+0.3 1.52+0.2 762
: #4 Vcc
5.08
;1 4:2
©
>
#:4 ﬁB

#809, C-Dong, Bundang Technopark #145, Yatab-Dong, Bundang-Ku, Sungnam City, KyungKi-Do, Korea
Tel: +82(31)707-3600 Fax:+82(31)707-3603 E-mail: salesdept@seoan.com




